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HP Des ignJet Pr in t ing  Mater ia l

HP Natural Tracing Paper
For reproducible final drawings. Produces archivable crisp black and colour line drawings and dense
black areas. Superior bleed control.

Market/Application Guide

Target Customer Application User Needs
CAD, AEC, GIS Final plots for archiving or reproduction Crisp lines for monochrome 

and colour line drawings

Product Specifications Physical Property Specification
Weight 90 g/m2

Thickness/Calliper N/A
Smoothness N/A
Whiteness N/A
Brightness 61%
Opacity 25%
Gloss Level N/A
Country of Origin United Kingdom

Environmental Specifications Property Specification
Operating Temperature 15˚ to 30˚C
Operating Humidity 20% to 80% RH
Waterfastness N/A
Lightfastness Delta E < 25 (office) Delta E < 10 (file) Black only
Dry Time 2 minutes
Shelf Life One year

Compatibility Guide Supported Printers Supported Ink System/Cartridge
HP DesignJet 1000 Series HP No. 80 Inkjet Cartridges and Printheads
HP DesignJet 755CM/750C Plus/750C Black – 51645A; Colour – 51644C/M/Y
HP DesignJet 700 Black – 51645A
HP DesignJet 650C/650C/PS Black – 51640A
HP DesignJet 600 Black – 51626A
HP DesignJet 488CA*/450C*/455CA*/350C* Black – 51640A; Colour – 51644C/M/Y
HP DesignJet 430*/330* Black – 51640A
* For roll-feed options only

Product Number Description Size
HP C3869A HP Natural Tracing Paper 24" x 150'/610 mm x 45.7 m
HP C3868A HP Natural Tracing Paper 36" x 150'/914 mm x 45.7 m

UPC Codes Product Number UPC Codes
HP C3869A 0 88698 07682 8
HP C3868A 0 88698 07681 1

For more information about HP Printing Supplies, visit our websites at:
www.hp.com/go/designjet and www2.hp.com/go/supplies
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