IE KDP’

Fibre Optic Cable opticky kabel

J/A-DQ(ZN)H WBF max. 12 F

Black LSZH outer jacket

Gel filled loose tube with optical fibres

Water blocking E glass

Application

This cable is suitable for indoor or outdoor use. The cable has standard
level of rodent protection.

Loose buffer tube
Strength member
Outer jacket

material PBT, thixotropic gel filled
Water blocking E glass
LSZH - black, UV stable

Fibre color code
According to IEC 60304

1-red 7 —brown

2 —green 8 —violet

3 —blue 9 —turquoise
4 - yellow 10— black

5 - white 11 -orange
6 —grey 12 — pink

Other fibre colour sequences available on request

Sheat Marking

Print colour white
Print method INK-JET
Print legend manufacturer’s name, job number, type of

cable, length marking @ 1 m intervals

Other print legends available on request

Eibre Type

Single mode fiber 9/125
Multi mode fiber 50/125
Multi mode fiber 62,5/125

See the Fibre Specification sheet

Design code
Kod konstrukce

AEO2

ver. 08

10.1.2011

Vn&jsi plast- serny LSZH

Gelem pInéna trubicka s
optickymi vliakny

Vodoblokujici skelna pfize

Doporucené pouziti

Kabel je urcen pro vnitini nebo pro vnéjsi pouziti. Kabel ma standardni
ochranu proti hlodavcim

Volna sekundarni ochrana material PBT, trubicka pInéna
tixotropnim gelem
Vodoblokujici skelna pfize

LSZH &erny, UV stabilni

Tahové prvky
Vnéjsi plast

Barevné znaceni viaken
Podle IEC 60304

1-cervena 7 —hnéda

2 —zelena 8 —fialova

3 —modra 9 — tyrkysova
4-7lutd 10 - Cerna

5 - bila 11 —oranZova
6 —3edd 12 - rGizova

Poradi barev vidken mizZe byt zménéno dle pidni zdkaznika

Potisk kabelu

Barva potisku bild

Metoda potisku INK-JET

Text potisku nazev vyrobce, job number, typ kabelu, znaéeni
délky po 1 m s presnosti +1%

Jiny text potisku dle prdni zékaznika mozny

10 AV ELGE]

Singlemddové vldkno 9/125
Multimddové vldkno 50/125
Multimddové vldkno 62,5/125

Viz. Technickd specifikace vlaken
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i KDP’

Fibre Optic Cable opticky kabel

J/A-DQ(ZN)H WBF max. 12 F

Mechanical and Environmental properties

Max. tensile strength (installation) ~ *E1A

Crush resistance *E3
Impact resistance *E4
Min. bend radius (long term) *E11A
Min. bend radius (short term) *E11B
Moisture resistance *F5
Temperature range

installation

operation

storage

Cable informative nominal weight(calc.)
Standard put-up length
Drumsize  (plywood)

Loose tube nominal diameter
Outer jacket nominal thickness

Cable nominal outer diameter (calc.)

* |EC 60794-1-2

Suitable for indoor use

See technical specification TP-OK —KDP-10/001 ( www.kabelovna.cz)

Flammability
Acid gases
Smoke density

Cable life time - minimum 30 years

Order example

2100 m J/A-DQ(ZN)H 12G50/125 jacket colour BLK, cable specification

AEO02

EN 50266-1, EN 50266-2-2
€SN EN 50267-1, €SN EN 50267-2-2, EN 50267-2-3
CSN EN 61034-1 a €SN EN 61034-2

1100 N Tahova odolnost (pfi instalaci) *E1A
2000 N/10cm Odolnost v tlaku *E3
3impacts (w/20N.m) Razova odolnost *E4

Min. polomér ohybu (dlouhodobé)  *E11A
Min. polomér ohybu (kratkodobé)  *E11B

10x cable diameter (no load)
15x cable diameter (load)

passed Odolnost proti vlhkosti *F5
*F1 Rozsah teplot

-5°Cto+40°C instala¢ni
-30°Cto+70°C provozni
-40°Cto+70°C skladovaci

36 kg/km Informativni hmotnost kabelu (kalk.)

2100 m, 4100 m
75,5%64x60 cm (2100 m)
100x64x60 cm (4100 m)

Standardni vyrobni délka
Rozméry bubnu (preklizka)

2,3+0,1mm Pramér trubicky nom.
1,0 (min. 0,8) mm Nom. tloustka vnéjsiho plasté
5,4+0,5mm Nom. prameér kabelu (kalk.)

* |IEC 60794-1-2

Vhodny pro vnitfni pouZiti

Hoflavost
Kyselost plynt
Hustota dymu

Zivotnost kabelu — minimalné 30 let

AE02

Design code
Koéd konstrukce

AEO2

ver. 08

10.1.2011

Mechanickeé a environmentalni viastnosti

1100 N

2000 N/10cm

3razy (w/20N.m)

10x primér kabelu (bez zatiZeni)
15x cable diameter (se zatizenim)
vyhovuje

*F1

-5°Cto+40°C

-30°Cto+70°C
-40°Cto+70°C

36 kg/km

2100 m, 4100 m

75,5%64x60 cm (2100 m)
100x64x60 cm (4100 m)
2,3+0,1 mm

1,0 (min. 0,8) mm

5,4+0,5mm

Viz. technické podminky TP-OK —-KDP-10/001 (www.kabelovna.cz)
EN 50266-1, EN 50266-2-2

€SN EN 50267-1, €SN EN 50267-2-2, EN 50267-2-3
CSN EN 61034-1 a €SN EN 61034-2

Priklad ebjednavky.

2100 m J/A-DQ(ZN)H 12G50/125 barva plasté BLK ; kabelova specifikace

[
i s

Information contained in this data sheet is subject to change without prior notice
We recommend require_the latest version of this specification

KABELOVNA Déc¢in Podmokly s.r.o., Ustecka 840/33, 405 33 Dégin 5, Czech Republic,

Doporucujeme vyZadat si aktualni verzi.

Informace odpovidaji konstrukci kabelu platné v dobé vydani této specifikace.

DIC CZ26759993,
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