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Description：

The TP-Link Single Parallel Port Print Server TL-PS110P is a device to share your parallel printer among multi users on the network in 

your home or small/medium office. All you need to do is to connect it to a parallel printer and your network, after several clicks 

following the clear instruction of the setup wizard, you will have your parallel printer networked and shared. Compatible with most 

of the parallel printers on the market, the TL-PS110P provides you a ideal solution to build a printing network or replace the 

dedicated PC server of your current printing network, saving the time, energy and cost.

TL-PS110P
Single Parallel Port Fast Ethernet Print Server

Share your parallel printer over
 the network, eliminating the need of 

a dedicated PC

Compatible with most of 
the parallel printers on the market*

Setup Wizard for quick installation, 
bundled utility for easy management

*  For detailed compatibility list, please check on our website: http://www.tp-link.com/products/ps.asp



Allows multi users to share the parallel port 
printer over the network

Compatible with most of the parallel 
printers on the market

Multi-protocol and multi-OS supported to 
share printing in almost all the network 
environment

Compact design provides you a space, 
energy and cost saving solution over a 
dedicated PC server

Hassle free setup in just several clicks 

Bundled utility and web interface provides 
easy management and monitoring

E-mail alert function ensures you to be 
aware of every status change by sending 
emails

IPP (Internet Printing Protocol) supported 
to print �les over the internet just as in 
your own o�ce
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Features：Specifications：

Standards

Network Protocol

Network Operating System Support

Management

Advances Features

Hardware

Interface

LEDs

Power 
Safety & Emission 
Dimensions

Environment

IEEE 802.3, IEEE 802.3u
TCP/IP
IPX/SPX
NetBEUI/Apple Talk
LPR
IPP/SMB
RAW TCP
Windows 9X/Me/NT/2000/2003/XP/Vista/7
Mac OS 8.0 or higher/UNIX/Linux
Netware 3.12 or higher (Bindery/NDS)
Windows-Based Setup program (PSAdmin) 
Web Management
Telnet Con�guration/HP Web JetAdmin/HP JetAdmin  
DHCP(client) Support
E-mail Alert/Print Job Log
SNMP
Supports POST(Power On Self Test)
Firmware Upgradable
Built in 1M Flash RAM/2M SDRAM
Built in 10/100Mbps RJ-45 port
1 Parallel Port/1 Fast Ethernet RJ-45 Port
Status
10Mbps
100Mbps
3.3V DC 2A
FCC, CE
59×52×22 mm
Operating Temperature: 0℃~50℃ (32℉~122℉)
Operating Humidity: 0%~70% non-condensing
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Package:

Related Products:

Single Parallel Port Fast Ethernet Print Server 
TL-PS110P
Power Adapter
Quick Installation Guide
Resource CD

Single USB2.0 Port Fast Ethernet Print Server
TL-PS110U 
Single USB2.0 Port MFP and Storage Server
TL-PS310U 
Pocket-sized Wireless Print Server
TL-WPS510U 

Diagram:

Specifications are subject to change without notice. TP-LINK is a 
registered trademark of TP-LINK Technologies Co., Ltd. Other brands 
and product names are trademarks or registered trademarks of their 
respective holders. No part of the specificationsmay be reproduced 
in any form or by any means or used to make any derivative such as 
translation, transformation, or adaptation without permission from 
TP-LINK Technologies Co., Ltd. 

Wired

Copyright © 2010 TP-LINK Technologies Co., Ltd. All rights reserved.

Wireless ADSL2+ Modem Router

Laptop PrinterDesktop Laptop

TL-PS110P

Single Parallel Port Fast 
Ethernet Print Server


